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t e x t i l  y  c a d e n a
e l e m e n t o s  d e  t r i n c a j e

t r i n c a j e  c o n  c a d e n a

especialmente indicado para el transporte de maquinaria pesada

g a n c h o  
a c o p l a m i e n t o

d i r e c t o

c o n e c t o r
u n i l o c k

c o n e c t o r
c o n n e x

8, 10, 13 y 16 mm

c a d e n a  d e  a l t a  
r e s i s t e n c i a

t e n s o r
c a d e n a

para cadenas de 8, 10, 13 y 16 mm

tamaño t e n s o r  
R AT C H E T  

R

g a n c h o  
c e r r a d o

G C

g a n c h o  
a b i e r t o

G A

h e b i l l a
fi j a c i ó n

H F

a r g o l l a
E D

g a n c h o
g i r a t o r i o

G G

h e b i l l a  d e
t r i n c a j e

H T

7 5

5 0

3 5

2 5

t r i n c a j e  t e x t i l

I N D U C A B L E

g a n c h o  
d e  g a r fi o

a c o p l a m i e n t o

textil and chain

/  size ratchet buckle close wire hook open wire hook rail hook ED link swivel J hook cam buckle 

/   chain ratchet

/   specially suitable for heavy machinery transport

grade 80 and 100 chain load binder clevis type grab hook clevis type hook unilock connector chain connecting link


